
Get the live view without borders

MVC-200 3G Camera

Telt onika MVC-200 3G Camera - compact  mobile surveil lance and monit oring 

syst em for t ransmission of  high resolut ion video and single images via 3G mobile 

net work even in places wit h no Int ernet  connect ion available.  It  is ideal for 

remot e surveil lance and monit oring of  t emporary or dist ant  sit es or mobile 

asset s.  Telt onika camera saves inst al lat ion t ime and cost  as no wired cable 

inst al lat ion is required on t he cl ient s' premises. The video  can be aquired 

aut omat icaly by schedule,  on mot ion det ect ion and/ or upon ext ernal t r iggers 

such as mot ion sensors or door cont act s.  The video and single images can be 

viewed on a PC,  and can also be t ransmit t ed by e-mail .  The video and single 

images can be recorded on a local SD card and lat er downloaded or reviewed via 

buil t -in Web server.

§Video and/ or single snapshot  images

§H.264 and JPEG compression 

§Images can be saved on a local SD card

§Lens can be select ed according t o user requirement s and needs

§Two-way audio t ransmission (t alk back feat ure)

§Buil t -in Web server for monit oring via st andard browser

§UMTS single,  dual or t r i  band (850/ 900/ 1900/ 2100 MHz available)

§GSM quad band (850/ 900/ 1800/ 1900 MHz)

§Video t ransmission speed up t o 5.76 Mbps (HSUPA).

Main features:
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HQ JSC Teltonika Teltonika International GmbH Teltonika International Oy

Camera functions Videomasking

Video review

Supported resolution

Audio

Framerate

Time synchronization

Supported image/video compression format

Images stored/recorded in Management

Power

Image/video transmitting/recording

Other

Motion detection

OSD (On Screen Display)

§Image Sensor:  1/ 3”  Sony CCD mat rix  §Allows t o mask out  privacy zone

§Lens:  C/ CS mount  

§Via camera's WEB-int erface

§D1 (720x576) §E-mail  (single images,  video cl ips)  

§Half  D1 (720x288) §Video st reaming 

§CIF (352x288)

§QCIF (176x144)

§Two-way audio t ransmission

§Talk-back funct ion 

§up t o 25 fps in al l  resolut ions

§Manual

§H.264 §Via PC

§JPEG §NTP Time-Server

§SD card insert ed in camera (max card size 32 GB) §Firmware updat e

§PC (HDD)

§12V DC,  Average 0.38A,  MAX 0.5A

§By scheduler

§On mot ion det ect ion

§Alarm input  (e.g.  PIR sensor,  door cont act ,  et c)  §Sof t ware t o wat ch mult iple cameras at  once

§Cont rol  of  ext ernal equipment  (relay cont act s)

§Dimensions (wit hout  lens) 140x65x65 mm.

§4 areas wit h dif ferent  sensivit y §Temperat ure -10 ºC t o +55 ºC

§Recording t o SD card,  e-mail  and/ or relay cont act s §Humidit y 10% t o 90%

t riggering

Please not e:  The product  specif icat ions may change wit hout  

prior not ice.

§Camera name

§Dat e/ Time

§User def ined t ext
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